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Truly a world car for the masses, the Ford 
Focus is produced in many different ver-
sions in many different countries. Here in 
the USA, with the top selling American 
vehicles list in the last few years domi-
nated by trucks and sport utility vehicles, 
the Focus is a runaway sales success. 
Its combination of good fuel mileage and 
sizable cargo space makes it a very prac-
tical car. Practical cars, however, arenõt 
always the most fun type of car to drive 

if you tend to lean that way. Thatõs where 
Ford engineers went to work and built 
in tight, neutral handling characteristics. 
The higher performing 170 horsepower 
version of the Focus four cylinder engine 
found in the SVT model transforms this 
practical car into a serious pocket rocket. 
Itõs no wonder that so many into the tuner 
car scene have picked up on the Focus 
SVT. 

*   Study the assembly drawings.
*   Each plastic part is identified by a number.
*   In the assembly drawings, some parts will be 

marked by a star ( ) to indicate chrome 
plated plastic.

*   For better paint and decal adhesion, wash 
the plastic parts in a mild detergent solution.  
Rinse and let air dry.

*   Check the fit of each piece before 
cementing in place.

*   Use only cement for polystyrene plastic.
*   Scrape plating and paint from areas 

to be cemented.
*   Allow paint to dry thoroughly before 

handling parts.
*   Any unused parts may be  discarded.

1. Cut desired decal from sheet.
2. Dip decal in water for a few seconds.
3. Place wet decal on paper towel.
4. Wait until decal is movable on paper backing.
5. Place decal in position on model, face up and 

slide backing away.
6. Press out air bubbles with a soft damp cloth.
7. Milkiness that may appear is for better decal 

adhesion and will dry clear. Wipe away any 
excess adhesive.

8. Do not touch decal until fully dry.
9. Allow the decals 48 hours to dry before 

applying clear coat.

*   Etudier les sch®mas de montage.
*   Chaque pi¯ce en plastique est identifi®e par un num®ro.
*   Sur les sch®mas de montage, certaines pi¯ces sont 

marqu®es dõune ®toile ( ) pour indiquer quõelles sont en 
plastique chrom®.

*   Pour une meilleure prise de la peinture et des autocollants, 
laver les pi¯ces en plastique avec une solution d®tergente 
peu concentr®e. Les rincer et les laisser s®cher ¨ lõair.

*   V®rifier que chaque pi¯ce sõajuste bien avant 
de la coller en place.

*   Nõutiliser que de la colle pour polystyr¯ne.
*   Gratter les parties ̈  coller pour enlever le chrome et la peinture.
*   Laisser la peinture bien s®cher avant de manipuler les pi¯ces.
*   Toute pi¯ce inutilis®e peut °tre jet®e.

1. D®couper lõautocollant d®sir® de la feuille.
2.  Tremper lõautocollant dans de lõeau pendant quelques secondes.
3. Placer lõautocollant mouill® sur une serviette en papier.
4. Attendez que lõautocollant puisse °tre d®plac® sur son 

support en papier.
5. Mettre lõautocollant en position sur le mod¯le face sur 

le dessus et faire glisser le support pour lõenlever.
6.  Appuyer avec un chiffon doux humide pour ®liminer les bulles dõair.
7. La substance laiteuse qui peut appara´tre est destin®e ¨ 

am®liorer lõadh®sion de lõautocollant et devient incolore au 
s®chage. Essuyer pour enlever tout exc®dent dõadh®sif.

8. Ne pas toucher lõautocollant tant quõil nõest pas bien sec.
9. Laisser lõautocollant s®cher pendant 48 heures avant 

dõappliquer une couche transparente.
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